
Analyses: Wind Accuracy Results
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�‡ Subtracted the RMS delta due to large-scale 
spatial separation and the RMS delta due to 
accounting for small-scale wind features (which 
include balloon error) from the initial TDRWP-
balloon computation.

�‡ Rounded ETDRWP to the nearest 0.1 m/s to account 
for instrument precision. Wind speed is provided to 
the nearest 0.1 m/s.

�‡ Plot shows RMS wind component delta = X for 
profiles between 1.795 km and Y km. 

�‡ Results yield an altitude range of 1,795 �±19,280 m 
where the wind accuracy meets the criteria of      
1.5 m/s RMS wind component delta.

Altitude Range: 
1,795 �±19,280 m

Analyses: EVR
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�‡ Methodology (Merceret 1999)
�± Used data from 2.70-15.25 km from 

days containing at least 100 five-
minute pairs.

�± Preprocessing
�‡ Removed linear trend.
�‡ Applied Parzen window on entire 

profile.
�± Computed the daily mean 

coherence.
�‡ Power spectral density (PSD) of each 

profile within pair.
�‡ Cross-spectral density (CSD) of each pair.

�± Computed sample-weighted mean 
coherence and PSD. 

�‡ Results: estimated EVR of the TDRWP 
is 450 m.
�± Coherence crosses 0.25 at 379.5 m and 

415.4 m for U and V, respectively.
�± Slope of mean PSDs appear to flatten 

(going from right to left) around 400-500 m.
�± Similar results noted when assessing the 

entire altitude range. 

Summary
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�‡ The TDRWP passes criteria for SLSP certification.

Requirement Criteria Pass /Fail w/Remarks
Time Interval 5 min Pass

Vertical Data Interval 150 m Pass
DataCollection Period One year Pass

Wind Accuracy
1.5 m/s root-mean-square 

component difference
Root-mean-squaredifferences pass criterion from 1,795-

19,280 m.

Altitude 2,700 - 15,250 m
Pass,altitude range within which wind accuracy passes 

envelopes the criteria.

Reliability
No criterion.  Will report the 
percent of usable profiles.

Probabilityof obtaining a usable profile per requirement is 
86.5%. Probability of obtaining any profile is 93.8%.

Effective Vertical Resolution 700 m Pass, EVR estimated at 450 m.









Data: Summary of Datasets
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�� Collected AMPS balloon and TDRWP data for the period of record (POR) 06/22/2016 �–06/22/2017.

�� Implemented quality control (QC) algorithms on both datasets.

�� Balloon
�– One-second AMPS high- and low-resolution profiles (1,159 profiles).

�– A total of 98 profiles failed altitude (50 kft) or shear (0.15 s-1 over 100 ft) check.

�– An additional 31 profiles failed duplicate profile (5-min) check, leaving 1,030 profiles available for analysis.

�� TDRWP [no QC]: Data as archived by MSFC Natural Environments Branch (EV44).

�� TDRWP [QC]: 
�– QC based off BarbrØ (2012).

�– Automated checks for unrealistic values, possible convection, and parameters that exceeded shear, vertical velocity, temporal and 
vertical consistency, spectral width, and first-guess propagation (FGP) thresholds.

�– Manual checks to flag suspect or erroneous data that passed automated checks and to confirm convection. 



Analyses: Time Interval, Vertical Data Interval, Data 
Collection Period
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�� Examined TDRWP [no QC].
�� Time interval passes criteria under nominal operations.
�� Vertical data interval passes criteria.
�� Data were collected over a calendar year (348 days available).



Analyses: Wind Accuracy and Altitude Methodology
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Small delta between TDRWP and 
balloon winds

Large delta between TDRWP and 
balloon winds

�� Averaged all 1-s balloon data within 75 m of each TDRWP 
altitude.

�� Temporally matched balloon and TDRWP data throughout 
balloon ascent.

�� Utilized 287 comparisons spaced by at least 24 hours to 
maintain sampling independence.

�� Examined five-panel plots of each comparison. 












