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Numerous methodologies have been utilized to measure the adhesion strength of impact 
ice, and the data reported in the literature varies significantly from test to test. In order to 
initiate  an investigation to determine the cause of this disparity, a new test methodology has 
been developed and utilized in the Icing Research Tunnel at the NASA Glenn Research 
Center. Data was obtained while varying the temperature, test section velocity, and cloud 
droplet mean volumetric diameter. The first data set acquired using this new test method is 
presented. New trends demonstrate the effect of annealing ice samples, with temperature 
being a key variable. Observations during the test and analysis of the results suggest the 
presence of large residual stresses in the samples.  

I. Nomenclature 
Def12  = Deflectometer on coupon 
Def6  = Deflectometer on Serrated Block 
�ß�’�H�I  = Difference between two deflectometer readings 
GRC  = Glenn Research Center 
LWC  = Liquid Water Content 
MPa  = Megapascals 
MVD  = Mean Volumetric Diameter 
N   = Newtons 
IRT  = Icing Research Tunnel 
SS   = Stainless Steel  
Ts   = Static Temperature 
Tt   = Total Temperature 
V   = Velocity 
XT Model = Materials Testing Model 
d   = Days 
h   = Hours 
mm  = Millimeters 
s   = Seconds 
�� ��-�1   = Standard deviation of data sans outliers 
�� raw  = Standard deviation for raw data 
��time  = Average annealing time 
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Figure 16. Parametric analysis of IRT campaign �����G�D�W�D�����X�V�L�Q�J���G�D�W�D���!����-�1���I�R�U���D�Y�H�U�D�J�H�G���U�H�V�X�O�W�V�����/�R�Q�J-term 

storage results. 150 knots unless otherwise marked. 

Data with less than 900 hours of storage time was excluded from this parametric analysis, as was data with less 
than four  repeats (except from the maximum values data set). The original intent was to run an MVD sweep and a 
velocity sweep, but a temperature sweep was performed to help troubleshoot the problem of samples falling from 
coupons. The data showed a strong correlation with the test section temperature, possibly due to increased preliminary 
delamination. The highest points were from tests O and P, which exhibited moderate runback and likely artificially 
raised the observed adhesion strength and also probably prevented the possibility for preliminary delamination. The 
R run also had runback, which was the solitary 15 µm data point. Too few points were taken to obtain a strong 
correlation from velocity, but the singular 130 knot test point was above the 150 knot trend, and the singular 200 knot 
test point was below the 150 knot trend suggesting a downward trend with increasing velocity. MVD appeared to have 
no effect on the data since the single 15 µm and 50 µm test points fell within a standard deviation of the 20 µm trend, 
which was consistent with the data from the first IRT test. The data from samples stored for less than 900 hours 
(nominally on the same night as the corresponding IRT tests) is shown in Figure 17. 
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The combined data showed that the apparent adhesion strength nearly doubled after annealing. Runs H and J were 
tested across more crosshead speeds than other runs, and so a smaller number of samples were used for these runs, 
possibly contributing to the downward trend of strength with annealing time for these two runs. All other runs showed 
a flat or upward trend of increasing adhesion strength with time to shear test. Initially, this behavior was assumed to 
occur due to annealing only. In older samples, it was observed that the samples had evidence of sublimation and 
deposition inside their storage bags, indicating that there were likely thermal variations during storage. No samples 
were observed to have broken off and re-adhered in this batch of results. Regardless, the samples allowed to sit for 
over 1,000 hours were observed to double in strength compared to those tested earlier. 

V. Second IRT Campaign Data and Results 

The second dedicated IRT campaign was completed on 11/20/17 and 11/21/17. One researcher was assigned to 
run shear tests as samples were collected to minimize the time from the tunnel being turned off to the start of the shear 
test for a given run. A second researcher was assigned to shave ice and record grain images and assist the Principle 
Investigator in transporting samples to the lab for testing. Samples were stored in cardboard boxes, grouped inside 
plastic bags7. Individual samples were stored in air-tight Whirl-Pakfi bags, as in the first campaign. The objective for 
the second test was to repeat the first test at a lower temperature, although on the first night of testing it became 
immediately apparent that there was an unconsidered effect in the adhesion process when samples began to fall off on 
removal from the XT model.  

A. Load Control  Mode 
Loading of the samples in the shear rig was primarily done through the control mode of the tensile tester. The 

position (stroke)  control mode was usually used. Load drift was observed in the data in the first data set but was low 
compared to the values observed in the second data set. The time history of the force plot for three selected samples 
is shown in Figure 7. 

 
Figure 7. Force-time plot for selected samples during shear test, raw data. 

Several important observations from the force-time plots are that drift was observed in the test prior to loading, 
likely due to thermal contraction, and some samples possessed frictional-like loading post-break. The P-series samples 
shown did not use force control. P3 was tested first, where the pre-load was approximately 25% of the total load. In 
P7, the crosshead was manually controlled to reduce the load �– this shows up as sharp, nearly linear decreases in the 

                                                           
 
 

7 Samples from the last run, X, were left in the portable freezer within the storage freezer used to transport samples, 
which provided better insulation. Markedly less ice crystals were observed in this series after storage than in the 
other sample sets. 
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force as the crosshead was moved. With K23, force control was used. The regions with erratic force (before ~120s in 
P3, ~90s in P7, and ~260s in K23) show the recorded forces during sample loading, melting, and refreezing while the 
ice was compressed. The P-series tests showed slowly increasing force after the sample refroze, while K23 did not. 
Different behavior in this region was observed across tests, where some cases without force control showed similar 
trends to K23 �– a linear, near zero force while the sample was equilibrating. The lack of observed thermal expansion 
in some instances was possibly to be due to slipping in the coupon-coupon block connection and is discussed in the 
following sections. Many samples would show a constant approximately zero force after handling was finished in the 
mounting process. This varied with mounting procedure, where if the upper fixture was allowed to relax with the teeth 
still warm the force would go to zero with hands off of the fixture. In most cases, the operator pushed the serrated 
block into the ice, deflecting the extension rods to put force on the teeth and ice to accelerate the sinking process. If 
this was the case, the zero force was not observed, and the force also did not drop to near-zero post-break. This was 
observed in the data for sample P7 where the post-break force hovered around 25 N while the crosshead was in motion, 
likely due to frictional forces. The drop at the end of the P7 curve was when the crosshead was stopped right before 
data collection ended. Samples P3 and K23 were probably not put under lasting compression as a result of the melting 
and refreezing process. Allowing the fixture to relax prior to the test unloaded the compression of the sample along 
the horizontal axis and indicated the presence of water around the teeth since a direct mechanical connection would 
have resulted in a non-zero force. This also showed that the liquid water near the teeth could reduce the effect of the 
contraction of the fixture along the vertical axis until solidification took place, showing a potential method for reducing 
the effect of local contraction of the teeth on the ice. A schematic depicting the theorized geometry of these two 
scenarios is depicted in Figure 8. 

 
Figure 8. Depiction of idealized ice-serrated block interface. Left: interface not under compression. Right: 

interface under compression. Teeth to scale, water layer not to scale. 

When the interface was not under compression and a liquid boundary layer was maintained, the relative motion 
between the serrated block and ice sample did not load the sample. If the sample was under compression, the large-
scale liquid layer could not be maintained, and relative motion loaded the sample. The method that the operator used 
to attach the ice to the serrated block was not tracked for these tests. To minimize loading of the sample, a repeatable 
method should be used to produce minimal compressive forces and a repeatable liquid layer. The stress-strain curves 
for sample K23 is shown in Figure 9. 
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Figure 9. Stress-strain diagram using deflectometer data and encoder data. 

The serrated block deflectometer (Def6, not shown) was nearly constant, which resulted in the difference between 
�W�K�H���W�Z�R���G�H�I�O�H�F�W�R�P�H�W�H�U�V�����ß�’�H�I�����E�H�L�Q�J���D���Q�H�D�U�O�\���X�Q�L�I�R�U�P���R�I�I�V�H�W���R�I���W�K�H���F�R�X�S�R�Q���G�H�I�O�H�F�W�R�P�H�W�H�U�����’�H�I����������The encoder data 
follows a much shallower slope, showing that the fixture and extension rods flex substantially during the test, offsetting 
the apparent shear modulus. The first linear segment showing a drop in stress on the deflectometer data corresponds 
to the fixture relaxing post-break and occurred over approximately 0.37 seconds. The data from the deflectometers 
was particularly noisy, an�G���L�Q���V�R�P�H���F�D�V�H�V���W�K�H���G�H�I�O�H�F�W�R�P�H�W�H�U�V���J�R�W���V�W�X�F�N���D�Q�G���G�L�G�Q�¶�W���W�U�D�F�N���W�K�H���V�D�P�S�O�H�����7�K�H���G�H�I�O�H�F�W�R�P�H�W�H�U�V��
still were not placed directly on the sample, and captured the deflection of the serrated block and the coupon with 
respect to the lower rail. The shear modulus calculation was problematic for this reason, but for sample K23 the 
calculated shear modulus, G, was 0.88 MPa. This was high compared to most values calculated in the control software, 
but only 24% of what was found in the literature �– suggesting that flexure of the teeth, coupon, and serrated block 
collectively account for most of the deflection observed in the tests. Since better deflection data was not obtainable 
from the bulk of the tests, further consideration of the shear modulus was omitted from the analysis of the stress-strain 
diagrams obtained from the control software.  

B. Scatter 
No data sets from the first IRT campaign had enough data points to reasonably perform more detailed statistical 

analysis. To compensate for this in the second IRT campaign, two repeat runs in the tunnel were run (P was a repeat 
of O, and U was a repeat of S). Also, only one crosshead speed was run (0.2 mm/min). Still, only the O and P runs 
combined had enough samples for statistical analysis. The O and P test conditions were identical, and combined series 
results contained 26 samples. Other sets of data with consistent run parameters only had 13 samples or less. A 
histogram of this set is shown in Figure 10.  
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Table 2. Percent standard deviations of data from IRT campaign 2. 

Test ��time  
(h) 

Count �� raw 
(%)  

�� ��-�1 
(%)  

L 2.22 3 33.8 3.1 
M 0.74 1 

  

N 0.85 3 43.8 8.4 
O 0.87 5 39.1 17.4 
P 0.64 2 21.4 21.4 
R 2.51 5 72.6 28.2 
S 1.07 6 72.8 56.6 
T 1.14 5 41.6 30.8 
U 0.78 3 8.8 8.8 
V 0.85 4 29.9 13.7 
W 0.64 5 21.2 13.1 
X 0.65 5 37.2 37.2 
U 162.21 5 22.6 13 
V 158.64 2 8.5 8.5 
K 1366.07 9 29.4 15 
L 1366.44 10 21.1 19.3 
M 1364.39 6 27.6 19.7 
N 925.62 3 68 17.5 
O 1281.72 13 15.8 9.9 
P 1200.91 15 51.3 17.6 
R 1352.69 11 17.6 12.3 
S 1340.81 11 33.6 23.2 
T 1333.63 13 17.8 11.6 
U 1316.71 2 6.6 6.6 
W 1267.39 8 39.8 30.9 
X 1296.23 13 29.8 15.5 

Average 
 

6.46 32.47 18.37 
 
The values of the percent standard deviation for the raw data rose to 32.5% from 22.6% in the first campaign, an 

increase of 44%; this was likely due to several factors. Samples in the second test were obviously damaged in-situ 
with partial delamination occurring, and thicknesses in the second test were more inconsistent, but also much larger 
on average. Larger data sets were used in the second test which may better represent the scatter inherent to the problem.  

C. Preliminary Delamination and Thickness 
Trends in the literature suggest that adhesion should be stronger for ice, impact or non-impact, as the temperature 

decreases [1], but samples were observed to fall off at the slightest disturbance where similar runs at warmer 
temperatures produced robust samples. Data on the number of samples surviving (of 21) into the testing process is 
shown in Figure 11. 
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Figure 11. a) Test section temperature vs. sample count. b) Average ice sample thickness vs. sample count. 

Several samples did not survive into testing due to operator errors (such as dropping samples on the test section 
floor8). The data shows some effect with temperature, where colder temperatures resulted in more broken samples. 
The data shows a stronger trend with thickness, where thinner samples were more likely to survive. It was 
hypothesized during the test that thermal stresses were expanding or contracting the ice since vibrational loading and 
bending of the coupons from the set screw configuration did not change significantly from the first campaign. It was 
unintentional that thicker samples were obtained during the second test, where average thickness for samples run from 
the second IRT campaign was 8.29 mm, a 42% increase from the first test. Thicker samples likely resulted in stronger 
residual stresses, and a stiffer specimen increasing stresses from bending of the coupons during removal. It was noted 
that many of the broken samples had a pattern on the interface showing lines near the edges.9 This pattern matched a 
pattern of frost formed on the samples which was observed post-test, an example of which is shown in Figure 12. 

 
Figure 12. Frost on sample K11 (top) and W6 (bottom). Some frost sublimated before pictures could be taken. 

These patterns were likely due to a sublimation and frost cycle which occurred on a delaminated section of ice. 
Sublimation was observed to occur in sample bags in storage since small particulates of ice would form detached from 

                                                           
 
 

8 The two IRT campaigns were run with the fan on idle, which made handling samples difficult due to the wind and 
low temperature, while thicker gloves lowered finger dexterity. 

9 Images were taken but the quality of the images were too poor to document the shape on the ice. 
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the sample. This effect was observed to be reduced by insulation, though not eliminated. Frost patterns were observed 
on the X series samples more prominently than in other tests, which was well insulated while stored. These frost 
patterns were also observed before storage in the freezer. This pattern was not consistent with bending of the sample, 
since the ice would form with the set screw in place, and when it was removed, the flexure of the coupon would pull 
the middle of the coupon away from the ice �– tending to delaminate the ice in the middle. It was possible that frost 
only formed in the IRT and was removed in some cases from the sublimation-frost cycle in storage. This would make 
sense considering the temperatures of the samples and of the coupons. Even if the scenario described was what 
occurred in the tunnel, it was observed that samples could reattach to the surface after a sufficient amount of time. At 
least three samples showed relative motion between the ice and coupon while in storage and were taken out of storage 
bonded together. An example of this is shown in Figure 13. 

 
Figure 13. Sample W13 showed relative motion between the ice and coupon and was bonded on removal. 

This was observed in two other samples to a similar extent and may have occurred to a lesser extent in other 
samples. It was unknown whether the ice stayed attached during the process, or if it slid. It was possible that the 
mechanism for reattachment was the same as observed in the preliminary testing. Two samples that had a large 
dislocation all showed significant amounts of sublimation, however this was observed to a small extent in an X series 
sample which had only small amounts sublimation. All samples had sat for nearly two months before this was 
observed. Some of this frost for the W13 sample can be seen on the glove in Figure 13 beneath the sample. While 
W13 was tested, samples that had large dislocations were deemed questionable and excluded from the bulk of the 
analysis. W13 recorded as a good break with an ultimate force of 83.1 N. S19 also had a large amount of sliding (good 
break, 71.1 N), as well as light sliding in X16 (good break, 198 N). The values for S19 and W13 were low for their 
groups, while that for X16 was near the peak value recorded for the X series. Most of the X series results had visible 
frost, and X16 was included in the analysis. Frost was also observed in the K, L, S, and W tests to a lesser extent. It 
was possible that frost occurred but was not observed on shear tests before 5 PM 1/15/18 since operators were not 
aware to check for it. Finally, the effect of sample thickness on the apparent adhesion strength was investigated; the 
data from this analysis is shown in Figure 14. 
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Figure 14. Failure stress vs. sample ice thickness. Runs O and P (-7 °C, 20 µm, <65 d) individual repeats. 

Thicker samples should experience a lower shear rate at a fixed crosshead speed, and a fixed crosshead speed of 
0.2 mm/min was used for all samples in processing the results from the second IRT campaign. The data shows little 
�H�I�I�H�F�W���G�X�H���W�R���W�K�H���L�Q�F�U�H�D�V�H���L�Q���W�K�L�F�N�Q�H�V�V�����H�[�F�H�S�W���D���V�O�L�J�K�W���G�R�Z�Q�Z�D�U�G���W�U�H�Q�G�����7�K�L�V���Z�D�V�Q�¶�W���X�Q�L�Y�H�U�V�D�O�����D�Q�G���W�K�H���W�U�H�Q�G���Z�D�V���X�V�X�D�O�O�\��
small compared to the noise in the test. From the literature, a lower strain rate should result in lower adhesion, but the 
effect should be observable only on the scale of orders of magnitude of strain rate variation. Further, the change in 
geometry resulted in different stress concentrations, an effect which was not accounted for which could show a false 
trend. The slight downward trend may also have been caused by variable partial delamination, where thicker samples 
were more likely to delaminate further resulting in a false trend in the data.  

On the second night of testing, rough-cut acrylic samples were tested to help determine the cause of the preliminary 
delamination. Acrylic has a larger coefficient of thermal expansion than ice or steel, and a lower modulus of elasticity 
than either. All acrylic samples were placed in coupon slot #3. Only three were successfully tested; these were samples 
R3a, U3a, and V3a, which had ultimate stresses of 0.58, 0.065, and 0.105 MPa, respectively. The average failure 
strengths for the stainless-steel samples of the R, U, and V sets tested on the same day as the acrylic samples were 
0.14, 0.27, and 0.079 MPa, respectively. R3a and V3a were tested on 11/21/17, while U3a was tested on 11/28/17. 
The data, while likely not statistically significant, implies that the adhesion strength was higher on the first day for the 
acrylic samples than for the steel samples, but lower a week into storage. Regardless, several acrylic-ice samples were 
broken in transit, similarly to the stainless-steel samples. This indicated that a mismatch between the samples 
coefficient of thermal expansion was not a likely cause of the preliminary delamination. The set screw force was also 
likely to be lower on the acrylic samples since they were softer and could deform more freely �– operators tended to 
put less torque on the set screws and less torque was needed since the screws tended to dig in more than with the 
stainless-steel coupons. However, it was observed that some samples were stronger than others, and many fell off after 
the set screw was loosened. Since only one sample fell off with the tunnel running (in the cloud-off condition) out of 
13 runs, each with 24 samples (three dummy samples for the thermocouples), it was regarded as unlikely that 
vibrational loading was significant; however, it is planned to instrument the XT structure with accelerometers in future 
testing to verify the loads. 

D. Test Section Temperature 
While the test section temperature was variable, the storage and testing temperature were fixed at -10 °C for both 

campaigns since the sample temperature while the cloud was on in the IRT was unknown. It was determined that the 
temperature of the samples varied dramatically during the spray. This was shown by the coupon temperature during 
the spray for run K, which is shown in Figure 15.  
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Figure 15. Temperature profile of three coupons in run K during spray. 

The three thermocouples used in each IRT campaign were placed in coupon slots 4, 21, and 24.10 In all cases, it 
was observed that the maximum temperature recorded occurred shortly after the onset of the spray and was always 
approximately halfway between the initial coupon temperature and the equilibrium temperature. This was likely a 
coincidence due to the placement of the thermocouple.11 The thermocouple embedded in the coupons was not 
representative of the ice temperature. All conditions run for the first two IRT campaigns were glaze conditions, where 
the impinging droplets form a liquid film that freezes to form the ice. In glaze conditions, the latent heat release from 
formation is not sufficient to completely freeze the water on impact, which results in the film. The temperature of the 
ice on its outermost layer was thus almost certainly 0 °C, and as new ice formed over the initial layer at the interface, 
the interfacial temperature started to cool back to ambient conditions. If ice partially delaminated during this process, 
the temperature across the delaminated region would not be continuous, with the ice side warmer than the coupon. 
Local mass transfer could then occur between the ice and the coupon, leaving marks on the ice and frost on the coupon. 
A parametric plot of the averaged adhesion strength data compared to the test section total temperature is shown in 
Figure 16. 

                                                           
 
 

10 Slots were labelled left to right, top to bottom in numerical order, such that the top row consisted of slots 1, 2, 3, 4, 
and the second row of 5, 6, 7, 8, and so on. 

11 Thermocouples were embe�G�G�H�G�����������·���E�H�Q�H�D�W�K���W�K�H���F�H�Q�W�H�U���R�I���W�K�H���I�U�R�Q�W���I�D�F�H���R�I���W�K�H���F�R�X�S�R�Q�V�� 
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Figure 16. Parametric analysis of IRT campaign �����G�D�W�D�����X�V�L�Q�J���G�D�W�D���!����-�1���I�R�U���D�Y�H�U�D�J�H�G���U�H�V�X�O�W�V�����/�R�Q�J-term 

storage results. 150 knots unless otherwise marked. 

Data with less than 900 hours of storage time was excluded from this parametric analysis, as was data with less 
than four  repeats (except from the maximum values data set). The original intent was to run an MVD sweep and a 
velocity sweep, but a temperature sweep was performed to help troubleshoot the problem of samples falling from 
coupons. The data showed a strong correlation with the test section temperature, possibly due to increased preliminary 
delamination. The highest points were from tests O and P, which exhibited moderate runback and likely artificially 
raised the observed adhesion strength and also probably prevented the possibility for preliminary delamination. The 
R run also had runback, which was the solitary 15 µm data point. Too few points were taken to obtain a strong 
correlation from velocity, but the singular 130 knot test point was above the 150 knot trend, and the singular 200 knot 
test point was below the 150 knot trend suggesting a downward trend with increasing velocity. MVD appeared to have 
no effect on the data since the single 15 µm and 50 µm test points fell within a standard deviation of the 20 µm trend, 
which was consistent with the data from the first IRT test. The data from samples stored for less than 900 hours 
(nominally on the same night as the corresponding IRT tests) is shown in Figure 17. 
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Figure 17. Parametric analysis of IRT campaign �����G�D�W�D�����X�V�L�Q�J���G�D�W�D���!����-�1���I�R�U���D�Y�H�U�D�J�H�G���U�H�V�X�O�W�V�����6�K�R�U�W-term 

storage results. 

The same trends present in the long-term storage data are present in the short-term data. The one case with enough 
data points for a trend was the 20 µm MVD case, which showed a weaker trend with a lower slope than the long-term 
storage equivalent data. The maximum values showed a similar trend, also with a smaller slope than the long-term 
data. Both trends were poorer fits than the long-term data fits as well. The 30 µm MVD data ranged from lower to 
higher values of shear stress at failure from the U, W, S, and X cases, respectively. W and X were pulsed cases, with 
X possessing a smaller pulse time. Ice in both W and X IRT runs were notably more difficult to remove from coupons 
while they were still mounted in the IRT test section but fell very close to the values from the S run in initial testing. 
Standard deviations covered a much larger range in the early set of tests, with the warmer temperature data exhibiting 
higher scatter. The trend obtained in the data was the opposite of what was expected from the literature, not accounting 
for residual stresses in the ice. The difference was thought to be due to the difference in geometry used for the test, 
where the flat geometry used in this sample possibly resulted in samples delaminating partially from the edges. In the 
data in the literature where an opposite trend was seen for impact ice, curved airfoil surfaces were generally used [1]. 
The difference in geometry and the residual stresses theorized would cause pealing in these tests and clamping in those 
showing an opposite trend, potentially explaining the difference. 

E. Attachment Temperature 
Thermal imaging was performed in an attempt to measure the delay between the refreezing cycle at the interface 

between the ice sample and the teeth on the shear rig and the return to equilibrium (see Figure 2). One series of images 
is shown in Figure 18, with Time = 0 seconds corresponding to the first image being taken after the heater was shut 
off. 
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Figure 18. Thermal images of ice melting, with time shown in top left of each frame. 

Several issues were observed in the imaging. Spurious temperatures were observed, possibly because the spray 
paint and tape were not thick enough to fully absorb radiation from the aluminum bodies they were applied to. 
Evidence can be seen in the tape on the coupon block, the small rectangle with the bright circle in the middle �– where 
the circle outlines a threaded hole in the block. Separate temperature readings indicated that the block temperatures 
were warmer than the air temperature. While flat black paint was used, it was possible that reflections were visible on 
the paint or signal was transmitted through the paint. Regardless, the ice showed visible heating in the first frame (time 
= 0 s), and returned to near equilibrium prior to 140 s. To measure the temperature more directly, several surface 
mount probes were mounted to the teeth of the serrated block before continuing testing on the remaining samples from 
the second test. An example set of data from these probes is shown in Figure 19. 
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Figure 19. Temperature history for sample K23 during shear test. 40s heat, 10s cool. 

The average required heating time prior to the installation of the thermocouples was 24.8s, while the average 
heating time after the installation rose to 65.9s, showing that they increased thermal resistance by a significant margin. 
Higher heating times resulted in longer required equilibrium times. The process was modified with the probes in place 
to start the test once a set temperature was passed. These equilibrium temperatures were between -6.8 and -7.8 ° C. 
Warmer temperatures were used earlier in testing before it was discovered that the warmer equilibrium temperature 
observed was due to the cyclical opening of the glove ports in the chamber. The process was modified to keep the 
ports closed more frequently, and colder temperatures were used to start the test. This was recorded where applicable 
in the comments for the data set.  

The temperature plots also show that the middle probe typically registered cooler temperatures during heating than 
the other probes. This was due to the presence of a strut connecting the front plate to the main block, allowing heat 
transfer between the teeth and the block. The bottom temperature also was lower than the top since it was connected 
more directly to the rail, giving lower thermal resistance between the body of the block and the teeth than at the top 
probe. 

Several side effects likely were present from increasing the heating time of the block. The selection of aluminum 
for the serrated block was made due to cost, however using aluminum for the teeth was likely problematic since 
aluminum has a relatively high coefficient of thermal expansion, and when the teeth cool they likely compress the ice 
along the vertical axis. The possibility for this to not occur was if the water at the teeth did not refreeze prior to the 
teeth reaching equilibrium. The water freezing to hold the ice to the serrated block was observed to lag behind the 
temperature of the teeth since the loading reported from the load cell was nearly zero until the ice froze to lock the 
serrated block in place. Once locked in place, the sample would load due to thermal contraction of the fixture. 
Increasing the heating increased this contraction and slowed the cooling process once the teeth temperature dropped 
below 0 °C, as can be seen in Figure 19. Slowing this likely increased the clamping on the ice since the ice was likely 
locked in place for a larger temperature shift in the teeth. 

Minimizing the time required to cool the serrated block back to equilibrium temperature would likely produce 
better results. The teeth should be thermally isolated from the body of the block to reduce heat loss and increase 
temperature uniformity on the teeth, and probes should be embedded to decrease the time to sink the teeth into the ice. 
Copper would likely be a more suitable material for the teeth due to higher thermal conductivity, a lower coefficient 
of thermal expansion, and higher stiffness �– which would also serve to reduce flexure of the teeth. 

F. Annealing 
Data was grouped by the annealing time with data taken in less than four hours after the corresponding IRT run as 

the first group, data taken in more than 155 hours but less than 165 in the second group, and data taken in more than 
1100 hours as the third group. Data was not available at intermediate times due to downtime with the shear rig test 
stand and scheduling conflicts. The full data set grouped and averaged by annealing time is shown in Figure 20. 






