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Use of a Sabatier reactor to recover the oxygen from the carbon dioxide exhaled by the crew on the 

International Space Station has been limited by the loss of the hydrogen contained in the methane it 

generates.  Maximizing the oxygen recovered requires the hydrogen to be recovered from the 

methane product and recycled back to the Sabatier reactor.  We describe the use of a tailored 

methane pyrolysis reactor to completely recover this hydrogen.  The carbon-containing byproduct is 

elemental carbon, which is generated in the form of easily handled, non-sooty material that may have 

various uses.  The process of creating this tailored carbon vapor deposition process involved 

exploration of the effects of temperature, pressure, substrate design and other variables to develop a 

high yield process that cleanly generates the desired products.  Reaction kinetics and kinetics 

modelling were used to specify the temperature, pressure and reactor volume required to achieve the 

target conversion and to assure that the final average density was as high as possible.  Reactor design 

included the selection of  materials that will survive the high temperatures and environment in the 

pyrolysis reactor, and thermal modeling to achieve the required temperatures with minimum power 

consumption.  The successful construction and demonstration of a brassboard prototype will allow 

the results of the chemical, thermal and mechanical models to be validated and should provide a 

useful alternative for a completely closed loop ECLS system.  Integration of this technology with 

state-of-the-art (SOA) Sabatier hardware on ISS requires a complete understanding of the effects of 

impurities in the product hydrogen on the Sabatier catalyst.  SOA Sabatier catalyst was evaluated 

over short and long-term exposure to anticipated contaminants to identify effects. 

Nomenclature 

CDRA = Carbon Dioxide Removal Assembly 

CDRILS = Carbon Dioxide Removal by Ionic Liquid System 

CDRS = Carbon Dioxide Removal Subassembly 

CO2 = Carbon dioxide 

CRS = Carbon dioxide Reduction System 

CVD = Chemical vapor deposition 

ECLS = Environmental Control and Life Support 

ECLSS = Environmental Control and Life Support System 

H2O = Water 

HOS = Hours on stream 
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OGA = Oxygen Generation Assembly 

sccm = Standard cubic centimeters per minute 

TCCS  = Trace Contaminant Control System 

UPA  = Urine Processing Assembly 

WMS = Waste Management System 

WPA  = Water Processing Assembly 

I. Introduction 

LOSING the loop for air and water management in the Environmental Control & Life Support System (ECLSS) 

for human spaceflight has long been an important goal for NASA.  Humans require oxygen, water, and food, and 

excrete carbon dioxide, urine and solid waste.  In order to avoid exorbitant requirements for lifting oxygen and water 

to space and storing them for prolonged missions, NASA has developed technologies to recycle air and water 

components.  However, completely closing the loop with respect to oxygen recovery has not yet been demonstrated.  

We report the development of a methane pyrolysis technology that, in combination with the current state of the art 

Sabatier process, can allow close to 100% of the oxygen in exhaled carbon dioxide to be recovered for reuse.  

Laboratory studies of the kinetics of this process allowed the process to be optimized, and a design scaled for 

supporting four crew has been created.  A brassboard prototype will be built in 2019.  

 

II. Background 

Figure 1 shows a simplified view of technologies that are either in use or under development for the ECLS system.  

Focusing on the air side of this system, carbon dioxide can be removed from air using the current Carbon Dioxide 

Removal Assembly (CDRA)1 on ISS, or any number of proposed new CO2 removal technologies such as a solid amine 

system2, or the developmental Carbon Dioxide Removal with Ionic Liquids System (CDRILS)3. The concentrated 

carbon dioxide can be sent to a Sabatier reactor4,5 in which it is reduced with hydrogen to generate methane and water.  

A condenser extracts the water, which is electrolyzed in the Oxygen Generation Assembly (OGA) to make oxygen 

and hydrogen. The oxygen is delivered to the cabin, and the hydrogen is used to supply the hydrogen needed for the 

Sabatier reactor. Since half the hydrogen used for this reaction was used to form methane, this hydrogen is lost if the 

methane is discarded, limiting the oxygen recovery for the overall process to ~50%.  The goal was to develop a 

methane pyrolysis assembly that would recover this hydrogen, and therefore increase the oxygen recovered from CO2 

to greater than 75%. 

C 

     

 
 

Figure 1: Technologies for proposed ECLS system. 
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challenged with dry feed streams. Modeling of the CVD process suggests that water vapor fed from the Sabatier to 

the post-processor will likely pass unreacted (or minimally reacted) back to the Sabatier. The presence of water vapor 

in the challenge gas streams in sufficient quantities will push the reactions of acetylene and benzene toward more 

favorable carbon monoxide and carbon dioxide rather than solid carbon. Future testing will evaluate the effect of 

expected water vapor levels on both contaminant reactivity and overall Sabatier performance.   

VI.  Reactor and System Design 

A. Reactor Design 

Based on experimental results, a brassboard 

design for a methane pyrolysis reactor and 

system has been completed. A brassboard-level 

unit serves to prove the chemical approach and 

system integration at a 4-crew scale in a relevant 

ground environment, while providing a first pass 

assessment of a pathway towards flight with 

respect to system mass, volume, etc.  A practical 

design must minimize mass and volume. Since 

this process is inherently a batch process from 

which the carbon product must be periodically 

removed, increasing the length of time between 

these maintenance intervals is important. The 

process must be compatible with operation at 

zero gravity and be safe to operate. In particular, 

since carbon dust would easily become 

unmanageable in an occupied space at zero 

gravity, the design must ensure that the carbon 

product does not generate soot or dust and can be 

easily handled. Figure 16 shows the proposed 

reactor design.  It comprises a nickel alloy reactor 

shell with a removable lid, filled with carbon fiber 

disks in a cartridge format. Key dimensions and 

characteristics are shown in Table 4. Nickel alloy 

is used for compatibility with the high temperature 

and feed composition of the reaction.  In use, two 

such reactors would be required so that one reactor 

is continually online to convert methane to 

hydrogen and carbon. The offline reactor would be allowed to cool so that the lid can be removed and the cartridge of 

substrates can be replaced with a fresh cartridge.  

Completing the reactor design required an iterative process of thermal and reaction modelling. Candidate reactor 

designs were assessed using the differential performance model outlined previously and a thermal resistance model 

(including appropriate insulation). Power is required to heat the reactor to temperature and hold it at that temperature 

against any losses through the insulation. In addition, power is required to heat the incoming methane feed to the 

reaction temperature (est. 79W) and to supply the endothermic heat of reaction (est. 81W). Using the maximum 

operating temperature of the metal shell as an upper limit, the power was minimized while still achieving the desired 

reactor performance. The internal volume of the reactor must meet two independent constraints. First, since the 

volumetric flow rate through the reactor is determined by the conversion for the pyrolysis reactor and other component 

reactors, as estimated by the system model, residence time in the reactor is determined by reactor volume. Second, 

regardless of the reaction kinetics, the maintenance interval between change-outs of the substrate cartridge is 

determined by how much carbon is held by the reactor. Four crew exhale 4.18 kg/day of carbon dioxide, on average, 

and this corresponds to 1.1 kg/day of carbon. The reactor volume required to hold this carbon is determined by the 

maintenance interval and the final average density of the substrates at the end of a run. 

Figure 15 shows the predicted performance of the proposed brassboard design. The left chart shows the 

accumulation of carbon, as reflected by the density, at each element down the reactor from inlet to outlet.  The shape 

of this curve is determined by the conversion at each point, which is in turn determined by the temperature profile 

     
 

Figure 16  Brassboard reactor design. 

 

     
 

Table 4:  Dimensions and characteristics for brassboard reactor 

design. 
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1) Did the change in composition of the gases between inlet and outlet suggest carbon formation?  

2) Did the performance of the catalyst change after exposure to contaminants as indicated by the BTs?  

3) Was there a measurable quantity of carbon deposited on the Sabatier catalyst during exposure? 

 

These questions were answered for both short-duration testing as described below.  

 

1. Short-Duration Testing 

A single quantity of Sabatier catalyst was loaded into the reactor 

for all of the short-duration tests. The bed was challenged with 

contaminated gas feeds for a total of 13 hours at a 2-CM rate and 3.3 

hrs at a 4-CM rate. The exact duration of each test is shown in Table 3. 

Baseline tests were conducted between each challenge run and the 

combined exposure time is shown at 2-CM and 4-CM rates. The 

catalyst was not challenged at the 4-CM rate with Mix A due to 

extremely limited quantities of the gas.  

To answer the first question above, the composition of the gases 

was measured during each challenge test at both the inlet and the outlet 

of the reactor. Because composition was evaluated using a micro-GC, 

all water was removed from the product gas stream before analysis. 

Total moles exiting the reactor would be expected to decrease both due 

to the Sabatier reaction and due to the removal of water product exiting 

the reactor. If we assume acetylene and benzene contaminants entering 

the system are not reacting, the relative molar percentage of the 

constituents would be expected to increase. Inlet and outlet 

compositions of acetylene and benzene are shown in Figure 2 and 

Figure 13, respectively. In all but one run, the acetylene at the outlet was below the detectable limit of the micro-GC. 

Run 13 was with Mix B (highest concentration of acetylene) at the 4-CM feed rate. While the acetylene was 

measurable, the outlet 

percentage was significantly 

below that observed at the 

inlet. This demonstrates some 

reaction of acetylene in the 

Sabatier reactor. Similarly, 

benzene was observed to 

decrease in overall molar 

percentage from the inlet to the 

outlet of the reactor, with the 

exception of Mix B at 4-CM 

rate. However, if there was no 

reaction with benzene, the 

expected outlet dry 

composition for this run would 

have been 0.01 mol%. Thus 

providing further evidence of 

benzene reacting on the 

Sabatier catalyst.  

It is next important to 

consider what the acetylene 

and benzene could be reacting 

to form. The biggest concern is 

that acetylene could be directly 

disassociating to form solid carbon and benzene could be dissociating through a number of mechanisms to form other 

hydrocarbons and/or carbon and hydrogen. More favorably, acetylene could be hydrogenating, given the high 

concentration of hydrogen in the feed stream, to form ethylene, ethane, and methane. Due to the relatively small 

Table 3. Short-duration testing 

contamination exposure time. 
Run Rate Feed Exposure 

Time (hrs) 

1,3,5,7,9 2-CM BT 22.8 

2 2-CM Mix A 2.9 

4 2-CM Mix B 4.5 

6 2-CM Mix C 3.2 

8 2-CM Mix D 2.4 

10,12,14,16,18 4-CM BT 4.7 

11 4-CM Mix A 0.0 

13 4-CM Mix B 1.3 

15 4-CM Mix C 0.9 

17 4-CM Mix D 1.1 

 

 
Figure 12. Observed differences in inlet and outlet acetylene composition 

during short-duration challenge testing. 
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quantities of these contaminants, a simple 

mass balance to determine if carbon was 

forming was not possible. However, no 

hydrocarbons other than those fed to the 

system were observed. This suggests that 

regardless of the the conversion of these 

hydrocarbons, the reaction is complete to 

the final products whether carbon, 

methane, carbon dioxide, or carbon 

monoxide. Further, the micro-GC data 

alone are insufficient to conclusively state 

whether or not solid carbon is forming on 

the Sabatier catalyst.  

The second consideration in 

determining if carbon is forming on the 

catalyst was to observe performance of the 

catalyst over time. To this end, baseline 

tests were conducted before and after each 

challenge test and composition was 

measured at both the inlet and outlet of the 

reactor. Figure 14 shows the average CO2 

conversion of all baseline tests at 2-CM 

and 4-CM. Throughout the duration of the 

test, no significant decrease in 

performance was observed for any set of 

conditions, indicating that exposure to the 

contaminants over the short durations did 

not measurably affect the performance of 

the catalyst.   

The third consideration in determining 

if carbon is forming on the catalyst was to 

evaluate the tested Sabatier catalyst versus 

virgin Sabatier catalyst using SEM/EDS. 

Due to the proprietary nature of the 

catalyst, no images will be shared. 

However, EDS mapping showed evidence 

of carbon across the surface of the tested catalyst that coincided 

with reactive sites on the catalyst particles. Further, analysis of 

the atomic map showed a statistically significant difference 

(p<<0.05) in surface carbon between the control catalyst and the 

test catalyst as seen in the box and whisker plot in Figure 15.  

In discussions with catalyst experts, it was proposed that the 

observed carbon on the surface may be an effect of exposure to 

the CO2 and CO in the gas stream, resulting in high quantities 

of residual surface adsorbed CO and CO2. However, during 

operation of the tests, a strongly reducing environment was 

maintained (excess H2 in all testing). When not undergoing 

testing, the catalyst was constantly purged with a nitrogen 

stream to prevent oxidation of the catalyst. Both the test catalyst 

and the control catalyst were exposed to air for the time required 

to load the samples into the SEM/EDS. Thus, it does not seem reasonable that significantly different quantities of 

carbonaceous gases could have adsorbed to the surfaces of the materials.  

Short-duration testing was conducted with three considerations. In the first, no conclusive results could be drawn 

from the available data. However, data from SEM/EDS of the tested catalyst strongly suggests that carbon is forming 

in very small quantities when exposed to the tested dry gas compositions. A key point here is that the catalyst was 

 
Figure 13. Observed differences in inlet and outlet benzene 

composition during short-duration challenge testing. 

 

 
Figure 14. Baseline test result for all control test conditions. Lines 

are drawn between points to help aid the eye and do not represent 

continuity of data. 

 

 
Figure 15. Box and whisker plot of atomic 

% carbon data collected using SEM/EDS. 
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challenged with dry feed streams. Modeling of the CVD process suggests that water vapor fed from the Sabatier to 

the post-processor will likely pass unreacted (or minimally reacted) back to the Sabatier. The presence of water vapor 

in the challenge gas streams in sufficient quantities will push the reactions of acetylene and benzene toward more 

favorable carbon monoxide and carbon dioxide rather than solid carbon. Future testing will evaluate the effect of 

expected water vapor levels on both contaminant reactivity and overall Sabatier performance.   
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design for a methane pyrolysis reactor and 

system has been completed. A brassboard-level 

unit serves to prove the chemical approach and 

system integration at a 4-crew scale in a relevant 

ground environment, while providing a first pass 

assessment of a pathway towards flight with 

respect to system mass, volume, etc.  A practical 

design must minimize mass and volume. Since 

this process is inherently a batch process from 

which the carbon product must be periodically 

removed, increasing the length of time between 

these maintenance intervals is important. The 

process must be compatible with operation at 

zero gravity and be safe to operate. In particular, 

since carbon dust would easily become 

unmanageable in an occupied space at zero 

gravity, the design must ensure that the carbon 

product does not generate soot or dust and can be 

easily handled. Figure 16 shows the proposed 

reactor design.  It comprises a nickel alloy reactor 

shell with a removable lid, filled with carbon fiber 

disks in a cartridge format. Key dimensions and 

characteristics are shown in Table 4. Nickel alloy 

is used for compatibility with the high temperature 

and feed composition of the reaction.  In use, two 

such reactors would be required so that one reactor 

is continually online to convert methane to 

hydrogen and carbon. The offline reactor would be allowed to cool so that the lid can be removed and the cartridge of 

substrates can be replaced with a fresh cartridge.  

Completing the reactor design required an iterative process of thermal and reaction modelling. Candidate reactor 

designs were assessed using the differential performance model outlined previously and a thermal resistance model 

(including appropriate insulation). Power is required to heat the reactor to temperature and hold it at that temperature 

against any losses through the insulation. In addition, power is required to heat the incoming methane feed to the 

reaction temperature (est. 79W) and to supply the endothermic heat of reaction (est. 81W). Using the maximum 

operating temperature of the metal shell as an upper limit, the power was minimized while still achieving the desired 

reactor performance. The internal volume of the reactor must meet two independent constraints. First, since the 

volumetric flow rate through the reactor is determined by the conversion for the pyrolysis reactor and other component 

reactors, as estimated by the system model, residence time in the reactor is determined by reactor volume. Second, 

regardless of the reaction kinetics, the maintenance interval between change-outs of the substrate cartridge is 

determined by how much carbon is held by the reactor. Four crew exhale 4.18 kg/day of carbon dioxide, on average, 

and this corresponds to 1.1 kg/day of carbon. The reactor volume required to hold this carbon is determined by the 

maintenance interval and the final average density of the substrates at the end of a run. 

Figure 15 shows the predicted performance of the proposed brassboard design. The left chart shows the 

accumulation of carbon, as reflected by the density, at each element down the reactor from inlet to outlet.  The shape 

of this curve is determined by the conversion at each point, which is in turn determined by the temperature profile 

     
 

Figure 16  Brassboard reactor design. 

 

     
 

Table 4:  Dimensions and characteristics for brassboard reactor 

design. 
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provided by the thermal model. As the number of hours on stream increases, the density of the substrates increases, 

and the location of maximum loading shifts down the reactor. The right chart of Figure 15 reflects the output of the 

reactor as a whole. Conversion over the length of the reactor begins at 73%, but gradually decreases as the reactor fills 

up with carbon and residence time decreases. As conversion decreases, more methane is left in the stream and the 

outlet volumetric flow increases. The maximum density down the bed increases with hours on stream, as does the 

average density of all the substrates. The run should be considered complete when either the risk of visible byproduct 

generation increases (experimentally observed to occur around the time maximum density exceeds 1.7 g/cc for the 

baseline substrate material used in these studies) or the outlet volumetric flow exceeds the capacity of the downstream 

Sabatier process. 

 

B. System Design 

 

Figure 16 shows a process flow scheme for the 

overall methane pyrolysis system. A dual reactor 

system allows constant treatment of the methane feed, 

allowing for alternating replenishment of substrate 

cartridges and faciliting a theoretical 100% O2 recovery. 

Inlet flow is measured but is controlled by the Sabatier 

system. After a pressure regulator, the flow branches to 

the two reactors, and automated valves are provided to 

direct flow in the correct direction. Down stream of the 

reactors, a compressor brings the pressure back to that 

required for the Sabatier, preceeded, if necessary, by a 

pressure controller to modulate the pressure from the 

pump to the required reactor pressure. Measurement of 

the outlet flow is a convenient means of of monitoring 

conversion.As noted previously, methane pyrolysis by CVD requires substrates that must be replaced periodically.  

This conveys many advantages to the process since carbon is generated in a hard, non-dusty, potentially reuseable 

format, but does require a supply of these substrates to be carried for any long duration mission for which this process 

would be used. Table 5 summarizes how many of these substrates would be needed, both with our current baseline 

substrate and with a developmental substrate now in initial testing. The quantities are significant, but the weight and 

volume are much smaller than the weight and volume of the oxygen, carried in the form of water, that would otherwise 

need to be carried. 

 

     

 

Figure 15:  Simulation of methane pyrolysis reactor via differential model.  Left:  substrate density vs. 

distance from the inlet vs. hours on stream, and temperature profile.  Right:  Reactor conversion, outlet 

volumetric flow (cc/min), maximum substrate density and average density. 

 

Outlet volumetric flow

Max. density
Avg. density

Conversion

Table 5:  Substrate Requirements for 1000 day Mission. 

Parameter Baseline 

Substrate 

Developmental 

Substrate 

Capacity (g Carbon/g 

substrate 
0.8 1.3 

Maintenance interval 

(days) 
6.5 10.9 

Cartridges (1000 day 

mission) 
155 92 

1000 day Storage 

Volume (m3) 
1.8 1.1 

1000 day Storage Weight 

(kg) 
787 280 
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VII.  Future Work 

 

Further development of the methane pyrolysis system 

is underway. A ground prototype brassboard skid that will 

be sized to accept 1.5 kg/day of methane will be fabricated 

according to the designs above. A sketch of this unit is 

shown in Figure 17; it includes two insulated and heated 

reactors, a vacuum pump, the necessary valves and 

plumbing to alternate flow between the two reactors, a 

pressure regulation system and flow measurement. The 

system will be provided to NASA Marshall Space Flight 

Center, where a similarly sized Sabatier reactor already 

exists. This will allow the product methane stream from 

the Sabatier to be used as the feed for the pyrolysis reactor, 

and the product hydrogen stream from the pyrolysis 

reactor to be blended with the feedstream for the Sabatier. 

This experiment will capture the key synergies between 

the two reactors, identify integration requirements, and 

allow the effects of each reactor on the other to be 

quantified.   

Further refinement of the methane pyrolysis 

technology is also necessary. Refinement of the substrates 

will lead to designs that have higher carbon capacity, 

reducing the inventory of substrates needed. Further 

reactor design will focus on improved reactor durability 

and simplified operation. As data becomes available for 

the composition of the streams entering and leaving the 

pyrolysis reactor after integration with the Sabatier, 

improvements in reaction conditions that amplify the 

advantages of the combined system can be explored. 

Integration of these two elements with an electrolysis 

system to generate oxygen and a carbon dioxide recovery 

system would complete an ECLS framework and allow all of the components to be integrated. An experimental flight 

unit would be the next logical step for the reactor itself. This would involve replacing many of the components in the 

brassboard unit with lightweight space-qualified components, and packing the system into a minimum volume 

configuration.  

     
 

Figure 17:  Spacefilling schematic of 

proposed brassboard skid.  (Basketball 

shown for scale). 

 

     
 

Figure 16:  Schematic of methane pyrolysis brassboard 

design. 
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VIII. Conclusion 

This work has demonstrated a practical methane pyrolysis system that enables >95% recovery of oxygen from 

carbon dioxide. Designed systematically from a thorough understanding of the kinetics of chemical vapor deposition 

of carbon under relevant conditions, it shows how methane from a Sabatier reactor can be converted to the hydrogen 

needed to complete the ECLS mass balance and durable non-sooty carbon. System modelling has been used to 

understand how this reactor should best be integrated with the other ECLS components. A reactor and a pyrolysis 

system brassboard design has been proposed, and ongoing work will validate our conclusion that this system will be 

compatible with an existing Sabatier reactor. 
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