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Background

• Priming is the process of filling an evacuated pipe line.
– For safety reasons, storable propellants such as hydrazine are 

separated from thrusters by one or more valves.
– Once in orbit, the valve is opened, and the evacuated line is 

filled with propellant.
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Picture Credit: Moore et al., JSR, 2018.





Control Volume 
Analysis

Finite Volume 
Analysis

GFSSP

• The Generalized Fluid System Simulation Program 
(GFSSP) is a general-purpose computer program to 
calculate pressures, temperatures, and flow rates in a 
fluid network.

• Fluid networks are discretized into nodes and branches.
– Mass and energy equations are solved in the nodes.
– Momentum equation is solved in the branches.
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Georgia Tech Experiment
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• Nodes 1-11 initially contain liquid water at 102.9 psia.  
• Nodes 12-20 initially contain air (as an ideal gas) at 14.7 psia.
• A Fortran user subroutine fixes all temperatures in model at 60°F.  Air 

temperature increase by compression is neglected.



Georgia Tech Experiment
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• Predicted peak pressure is 20% higher than experimental.





Hughes Aircraft Experiment
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Prickett et al., 1992

• Test series varied reservoir pressure:  30 to 120 psia
• Pipe diameter:  0.25 in.
• Pipe downstream of latch valve (LV) is initially evacuated.



Hughes Aircraft Experiment
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• GFSSP does not understand “empty”, so the evacuated line is initially filled 
with ideal gas air at low pressure.



Hughes Aircraft Experiment
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• Reported maximum pressure is 2350 psia in the dead end at 0.17 sec.
• GFSSP predicts 2279 psia at 0.176 sec.



Hughes Aircraft Experiment
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• Decreasing initial air pressure of evacuated lines increased the maximum 
pressure, although there was little change when Pair < 1 psia.



Hughes Network Experiment
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Prickett et al., 1992

• Reservoir pressure:  240 psia
• Pipe diameter:  0.25 in.
• R1 is the suddenly opening valve.
• R2 is a pair of valves that close quickly during priming event.



Hughes Network Experiment
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• Evacuated nodes are modeled as ideal gas air initially at 1 psia.
• Pressure data available at nodes 15 and 28.
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